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Mine Safety and Health Admin., Labor § 56.7010

(c) Black powder shall be transferred
from containers only by pouring.

(d) Spills shall be cleaned up prompt-
ly with nonsparking equipment. Con-
taminated powder shall be put into a
container of water and shall be dis-
posed of promptly after the granules
have disintegrated, or the spill area
shall be flushed promptly with water
until the granules have disintegrated
completely.

(e) Misfires shall be disposed of by
washing the stemming and powder
charge from the blasthole, and remov-
ing and disposing of the initiator in ac-
cordance with the requirement for
damaged explosives.

(f) Holes shall not be reloaded for at
least 12 hours when the blastholes have
failed to break as planned.

§ 56.6902 Excessive temperatures.
(a) Where heat could cause premature

detonation, explosive material shall
not be loaded into hot areas, such as
kilns or sprung holes.

(b) When blasting sulfide ores where
hot holes occur that may react with
explosive material in blastholes, opera-
tors shall—

(1) Measure an appropriate number of
blasthole temperatures in order to as-
sess the specific mine conditions prior
to the introduction of explosive mate-
rial;

(2) Limit the time between the com-
pletion of loading and the initiation of
the blast to no more than 12 hours; and

(3) Take other special precautions to
address the specific conditions at the
mine to prevent premature detonation.

§ 56.6903 Burning explosive material.
If explosive material is suspected of

burning at the blast site, persons shall
be evacuated from the endangered area
and shall not return for at least one
hour after the burning or suspected
burning has stopped.

§ 56.6904 Smoking and open flames.
Smoking and use of open flames shall

not be permitted within 50 feet of ex-
plosive material except when separated
by permanent noncombustible barriers.
This standard does not apply to devices
designed to ignite safety fuse or to
heating devices which do not create a
fire or explosion hazard.

§ 56.6905 Protection of explosive mate-
rial.

(a) Explosive material shall be pro-
tected from temperatures in excess of
150 degrees Fahrenheit.

(b) Explosive material shall be pro-
tected from impact, except for tamping
and dropping during loading.

Subpart F—Drilling and Rotary Jet
Piercing

DRILLING

§ 56.7002 Equipment defects.

Equipment defects affecting safety
shall be corrected before the equipment
is used.

§ 56.7003 Drill area inspection.

The drilling area shall be inspected
for hazards before starting the drilling
operations.

§ 56.7004 Drill mast.

Persons shall not be on a mast while
the drill-bit is in operation unless they
are provided with a safe platform from
which to work and they are required to
use safety belts to avoid falling.

§ 56.7005 Augers and drill stems.

Drill crews and others shall stay
clear of augers or drill stems that are
in motion. Persons shall not pass under
or step over a moving stem or auger.

§ 56.7008 Moving the drill.

When a drill is being moved from one
drilling area to another, drill steel,
tools, and other equipment shall be se-
cured and the mast placed in a safe po-
sition.

§ 56.7009 Drill helpers.

If a drill helper assists the drill oper-
ator during movement of a drill to a
new location, the helper shall be in
sight of, or in communication with, the
operator at all times.

§ 56.7010 Power failures.

In the event of power failure, drill
controls shall be placed in the neutral
position until power is restored.
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